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Standard Finishes:
Brush Stainless Steel =
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Polish Stainless Steel
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Custom Finishes Available:

Standard and optional functions of the BTS 80

1 Adjustable closing speed 3 Adjustment range - point
2 Hold-open range or at which hold-open
delayed action range begins, or end of delayed
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Hydraulic hold-open Delayed action
The integrated hold-open The delayed action function
function allows the door to slows the door closing
be held open at any angle speed, thereby allowing
between 75° and 175°. disabled persons, mothers
The angle at which the hold-  with pushchairs, staff with
open function begins can trolleys or hospital gurneys
be adjusted in the range of etc. to pass through the door
75° to 105°. without problem,

175°

175¢ Backcheck

The integrated mechanical
backcheck function protects
the wall and door from
damage caused by excessively
vigorous opening.

At Garibaldi Glass we're more than just state-of-the art fabrication processes and techniques. We're constantly looking for
INNOVATIVE SOLUTIONS to meet our customer needs. At Garibaldi Glass, we don't say no - we ask how.

Single Lite Orders to Infrastructure & Retrofit Projects to Custom Glass Fabrication to Residential & Commercial Towers.
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I.,u"m“' A’ LM 5153 WiGGINS STREET | BURNABY, BRITISH coLUMBIA | vaNocs| @RIl AssaaBLOY
604.420.4527 | 800.665.3787 | (F) 604.421.7678

Revision: January 10, 2012



